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Photoluminescent Fire Safety Products

JALITE AAA - Simply brilliant!!! An immediate light source in darkness. A life may depend on it!

JALITE AAA is an ideal cost effective solution for photoluminescent

applications, providing exceptional initial brightness and excellent

luminance performance.

—Sign Sizes

A size: 100 x 100mm
Ideal for placing next to
fire alarm call points.

Wall mounted
double sided and
panoramic signs are
designed for use in
corridors to enable
viewing from either
direction.

C size: 150 x 150mm
Ideal for small offices
or areas.

Panoramic Signs

P15: 150 x 150mm
P20: 200 x 200mm

E size: 200 x 200mm
Ideal for large
industrial areas.

Wall mounted
double sided signs

FS15: 150 x 150mm

~—Fire Alarm Location Signs

FS20: 200 x 200mm
\

/—Materials
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All JALITE Photoluminescent safety signs are
manufactured on the JALITE AAA material.
When ordering, please state:

R for JALITE AAA Photoluminescent Rigid PVC or
V for JALITE AAA Photoluminescent Self Adhesive Vinyl

Wall mounted double sided and panoramic signs are
available in JALITE AAA Photoluminescent Rigid PVC.
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Risk Control Photoluminescent Signs

Hot Work
Prohibited

Smoking

Prohibited

8119 C
8119 E

8024 FS15
8024 FS20

8024 A
 8024C, 8024
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—Entry Prohibited—\

8181 C
8181 E

8276 C
8276 E

- J J Fire Equipment Tape
Obstruction Mobile Phones Size Product code
Prohibited Prohibited 4

4cm X 5m SG0504
8cm x 5m SG0508
4cm x 10m SG1004

L 8078 E % 8269 E ) L

\
6421 A 6421 FS15 6421 P15
(| 6421C,6421E 6421 FS20 6421 P20 )
~—Fire Point Location Signs N
S
-
6314 A 6314 FS15 6314 P15
\_ 6314C,6314E 6314 FS20 6314 P20 )

~—Fire Extinguisher Location Signs ——

6422 A 6422 FS15

6422 P15
(| 6422C,6422E  6422F520 6422 P20 )
~—Fire Hose Location Signs N
6420 A 6420 FS15 6420 P15
(| 6420C,6420E 6420 FS20 6420 P20 )
~—Fire Telephone Location igns =\
6424 A == 6424 P15
(| 6424C,6424E 6424 FS20 6424 P20 D
/—Emergency—\
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~—JALITE AAA Self Adhesive
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